ADDRESSABLE AND ELECTRICALLY REVERSIBLE MEMORY SWITCH

Inventors: Vladimir Bulovic, Cambridge, MA (US); Aaron Mandell, Boston, MA (US); Andrew Perelman, Boston, MA (US)

Assignee: Advanced Micro Devices, Inc., Sunnyvale, CA (US)

Notice: Subject to any disclaimer, the term of this patent is extended or adjusted under 35 U.S.C. 154(b) by 49 days.

Appl. No.: 10/139,746
Filed: May 7, 2002
Prior Publication Data

Related U.S. Application Data
Provisional application No. 60/289,057, filed on May 7, 2001.

Int. Cl.7 G11C 13/00
U.S. Cl. 365/151; 365/100; 365/148; 257/E51.006
Field of Search 365/100, 148, 365/151; 257/E51.006, E29.17

References Cited
U.S. PATENT DOCUMENTS
4,207,558 A 5/1980 Guterman
4,207,583 A 5/1980 Suzuki

FOREIGN PATENT DOCUMENTS
DE 199 59 904 A1 6/2001
EP 0 268 370 A3 5/1988

OTHER PUBLICATIONS

Primary Examiner—Son Mai
Attorney, Agent, or Firm—Amin & Turowcy, LLP

ABSTRACT
A novel switching device is provided with an active region arranged between first and second electrodes and including a molecular system and ionic complexes distributed in the system. A control electrode is provided for controlling an electric field applied to the active region, which switches between a high-impedance state and a low-impedance state when the electrical field having a predetermined polarity and intensity is applied for a predetermined time.

48 Claims, 3 Drawing Sheets
U.S. PATENT DOCUMENTS

4,616,340 A 10/1986 Hayashi et al.
4,631,562 A 12/1986 Avery
4,677,742 A 7/1987 Johnson
4,733,375 A 3/1988 Terashima
4,834,911 A 5/1989 Carew
4,860,254 A 8/1989 Pont et al.
5,130,380 A 7/1992 Carew
5,136,212 A 8/1992 Eguchi et al.
5,206,525 A 4/1993 Yamamoto et al.
5,245,543 A 9/1993 Smaiyling et al.
5,315,131 A 5/1994 Kishimoto et al.
5,392,236 A 2/1995 Hashimoto
5,412,614 A 5/1995 Bird
RE34,974 E 6/1995 Terashima
4,531,883 A 7/1995 Barraud
5,440,518 A 8/1995 Hazani
5,563,081 A 10/1998 Orawa
5,670,818 A 9/1997 Forouhi et al.
5,691,935 A 11/1997 Douglass
5,698,874 A 12/1997 Hayashi
5,818,749 A 10/1998 Harsfield
5,869,882 A 2/1999 Chen et al.
5,889,312 A 4/1999 Kozicki et al.
5,900,662 A 5/1999 Fiusita et al.
5,914,893 A 6/1999 Kozicki et al.
5,930,162 A * 7/1999 Peterson Since 365/151
6,005,180 A 4/2000 Gudsen et al.
6,009,338 A 5/2000 Tanaka et al.
6,064,589 A 5/2000 Walker
6,088,339 A 7/2000 Gudsen
6,128,214 A 10/2000 Kucies et al.
6,150,705 A 11/2000 Chen
6,288,697 B1 9/2001 Eto et al.
6,292,396 B1 9/2001 Tailliet
6,326,936 B1 12/2001 Inganas et al.
6,349,054 B1 2/2002 Hitaka
6,384,427 B1 5/2002 Yamazaki et al.
6,403,397 B1 6/2002 Kato
6,407,953 B1 6/2002 Cleeves
6,418,049 B1 7/2002 Kozicki et al.
6,424,553 B2 7/2002 Berggren et al.
6,426,891 B1 7/2002 Katori
6,432,739 B1 8/2002 Gudsen et al.
6,459,095 B1 10/2002 Heath et al.
6,461,916 B1 10/2002 Adachi et al.

OTHER PUBLICATIONS


Japanese patent abstract of publication No. 01278781, Nov. 9, 1989.


* cited by examiner.
ADDRESSABLE AND ELECTRICALLY REVERSIBLE MEMORY SWITCH

RELATED APPLICATIONS

This application contains subject matter related to the subject matter disclosed in copending U.S. Provisional Patent Application Ser. No. 60/289,057, filed on May 7, 2001, entitled “Electrically Addressable Memory Switch”.

FIELD OF THE INVENTION

The invention relates to a switching device, and more particularly, to a switching device having a memory function, wherein the memory switching device can be addressed and the switching state reversed by externally applying an electric field.

BACKGROUND OF THE INVENTION

Various types of electrically addressable memory devices for computer data storage are known in the art. Most of these devices store a data bit as a charge in a capacitor. The charge state can be read out and the output signal used to control processes in a computer processor. Most of these devices require complex silicon processing steps and a dedicated device architecture which depends on memory type.

Memory devices are distinguished by their speed and data retention characteristics. Dynamic random access memory (DRAM) is a volatile memory characterized by a destructive read. This means that it is necessary to supply voltage to the memory bits at all times, or the information will disappear. Furthermore, each memory element has associated with it a transistor. Static random access memory (SRAM) stores data in a bistable flip-flop, commonly consisting of cross-coupled inverters. It is called “static” because it will retain a value as long as power is supplied. It is still volatile, i.e. it will lose its contents when the power is switched off, in contrast to ROM. SRAM is usually faster than DRAM, but each bit requires several transistors (about six), so that a lesser number of bits of SRAM fit in the same area as compared to DRAM.

Erasable programmable read only memory (EPROM) is a type of storage device in which the data is determined by electrical charge stored in an isolated (“floating”) MOS transistor gate. The isolation is good enough to retain the charge almost indefinitely (more than ten years) without an external power supply. The EPROM is programmed by “injecting” charge into the floating gate, using a technique based on the tunnel effect. This requires higher voltage than in normal operation (usually 12V–25V). The floating gate can be discharged through UV-illumination or electrically (EEPROM). Usually bytes or words can be erased and reprogrammed individually during system operation. EEPROM is more expensive and less dense than RAM. It is appropriate for storing small amounts of data which is changed infrequently. Another known non-volatile memory device is a ferromagnetic RAM (Fe-RAM), wherein the individual storage cells do not require a dedicated transistor.

It would therefore be desirable to provide a device for data storage and data manipulation that is easy and inexpensive to manufacture and has a predictable memory and/or switching effect.

SUMMARY OF THE INVENTION

The present invention provides a novel switching device that comprises first and second electrodes, an active region provided between the first and second electrodes and including a molecular system, and a control electrode for controlling an electric field applied to the active region. Ionic complexes may be distributed in the molecular system.

In accordance with an embodiment of the present invention, the electric field is controlled for switching the active region between a high-impedance state or off state and a low-impedance state or on state. The reproducible switching between the off state and the on state may be achieved by applying an electrical field with a predetermined polarity and magnitude for a predetermined time.

In particular, the active region may be switched from the off state into the on state when a voltage of a first polarity is applied between the control electrode and the first and second electrodes. As a result, an electrically conducting channel is provided between the first and second electrodes. The active region may be switched back to the off state when a voltage of a second polarity opposite with respect to the first polarity is applied between the control electrode and the first and second electrodes.

The ionic complexes dissociate under the influence of an external applied electric field, thereby changing the electrical conductivity of the device. The molecular matrix can be polyconjugated compounds, aromatic and heterocyclic molecules, quasi-one-dimensional complexes, such as phthalocyanines and porphyrins, and anisotropic inorganic materials, such as NbSe₅. Each of the ionic complexes may include, for example, ions of Na and Cl or ions of Cs and Cl.

The active region in accordance with an embodiment of the present invention may provide stable and metastable modes of operation. Intensity of an electric field required to switch the switching device between the on and off states in the stable mode is higher than in the metastable mode. The on-state impedance of the active region in the stable mode is lower than in the metastable mode, whereas the switching time as well as data storage time in the stable mode is longer than in the metastable mode.

In accordance with an embodiment of the invention, the first and second electrodes of the switching device may be provided on an insulating substrate. The active region also may be provided on the substrate so as to have an electrical contact with the first and second electrodes. The control electrode may be formed on an insulating layer covering the active region.

In accordance with another embodiment of the invention, no insulating substrate is required. The active region may be sandwiched between the first electrode and the second electrode. The control electrode may be provided on the insulating layer covering the first electrode.

In accordance with another aspect of the invention, a memory switch is provided with a gate terminal, at least two signal terminals, and an active element including a molecular system and ionic complexes distributed in the system. The active element electrically connected to the signal terminals is responsive to a signal applied to the gate terminal for switching between an on state and an off state.

The foregoing and other features, aspects and advantages of the present invention will become more apparent from the following detailed description of the present invention when taken in conjunction with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The following figures depict certain illustrative embodiments of the invention. These depicted embodiments are to be understood as illustrative of the invention and not as limiting in any way.
FIGS. 1a–Ic show a simplified structure of a molecular composite memory cell in various operational states;

FIG. 2 illustrates an off state of an exemplary switching device in accordance with an embodiment of the present invention;

FIG. 3 illustrates an on state of the exemplary switching device of FIG. 2; and

FIG. 4 illustrates an on state of an exemplary switching device in accordance with another embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

The present invention addresses and solves problems related to providing a novel switching device that may have a memory function. The present invention overcomes these problems in part, by the provision of an active region electrically connected between a pair of signal terminals. The active region becomes conductive to connect the signal terminals when a voltage of predetermined value and polarity is applied during a predetermined time between a control terminal and the signal electrodes.

The active region that exhibits a reproducible switching and memory effect applicable in macroscopic devices is made of a molecular system with ionic complexes distributed through the molecular system. These ionic complexes are dissociable in the molecular system under the influence of an applied electrical field.

The molecular composite material of the active region exhibits structural electronic instability in one dimension and enables static and dynamic control over the conductivity of such molecular systems. The mechanism for the memory and switching effect appears to be related to the structural electronic instability of one-dimensional molecular systems and associated with the dissociation of molecules and/or displacement of atoms in an external electrical field.

The development of molecular electronics stimulated the more detailed research of electrophysical characteristics of thin molecular films which offer new physical effects that may result in new technologies for electrical switching and memory applications. Although first reported in the 1960's, a generally accepted interpretation of such phenomena is still lacking. This is partly due to the non-reproducibility of the results, even when using identical compounds.

A number of different materials may be used as the molecular composite material. Exemplary materials are described below, but are also discussed in an article by Yu H. Krieger, entitled, “Structural Instability of One-Dimensional Systems As A Physical Principle Underlying The Functioning of Molecular Electronic Devices”, Journal of Structural Chemistry, Vol. 40, No. 4, 1999 (Yu H. Krieger), expressly incorporated by reference herein.

Many molecular memory switches can include one-dimensional conductive molecular systems exhibiting structural instability. (Peierls-effect). These tend to have an S-shaped (recrystalline) voltage-current characteristic with memory. The impedance of such memory switches can be between 10 MΩ and 100 Ω, depending on the switching condition.

There are two predominant types of structural organization of such systems. First, these are strands of linear conjugated polymers, which are weakly bonded to each other and whose mutual arrangement is generally poorly organized. Second, these are crystal structures, where the individual molecules form one-dimensional columns and interact with each other much more actively than molecules from different columns do. Recently, molecular systems of both types were synthesized.

Polycrystalline systems primarily involve polyvinylenes, i.e., polymers with an acyclic conjugation system, in which the one-dimensional character of structure is dictated by the mechanism of conjugation in linear macromolecules. Polyacetylene is a classical representative of this class of polymers. Its electronic structure is a prototype for many other conjugated polymers.

Another wide class of molecular compounds form aromatic and heterocyclic molecules which possess high electric conductivity due to π-bonds between molecules. Such molecular systems are called π-complexes or charge transfer complexes, with those systems whose structure involves isolated one-dimensional columns or strands possessing pronounced electro-physical properties of interest for switching an memory applications. Molecular charge transfer complexes are donor-acceptor systems formed from two molecules: one possessing donor and another acceptor properties. Among the well-defined complexes with a one-dimensional structure, tetra-cyano-quinodimethane (TCNO) are planar molecules with unsaturated bonds, arranged in a crystal as parallel stacks forming a quasi-one-dimensional system.

In another class of one-dimensional systems, the cations are dynamically disordered. It involves molecular compounds having the general formula (TMTSF)2X. Transition metal salts of K3 Pt(CN)6 Br0.333 CH2O (KCP) type are also the typical representatives of mixed-valence quasi-one-dimensional complexes, as are phthalocyanines and porphyrins. Moreover, pure inorganic compounds, such as NbSe3, are also interesting examples of compounds with quasi-one-dimensional structure.

An exemplary molecular composite that forms part of a simplified molecular memory cell (MC) is shown in FIGS. 1a–Id. The molecular composite includes a quasi-one-dimensional—or at least structurally and electrically anisotropic—molecular matrix, wherein ionic complexes are distributed in the matrix. Polycrystalline compounds, such as the exemplary quasi-one-dimensional systems described above, for example, polyphenylacetylene, can be used as the anisotropic molecular matrix. The ionic complex can be a salt, such as sodium chloride (NaCl), cesium chloride (CsCl), or any other material that can dissociate in an applied electric field. The exemplary anisotropic molecular matrix is depicted in FIGS. 1a–d as consisting of an assembly of chain-like molecules oriented perpendicular to the electrode surfaces. However, other orientations of these molecules or of anisotropic “channels” are possible as long as a charge separation of the type depicted in FIGS. 1a–d is enabled.

While not being bound by theory, the following is currently believed by the inventors to describe the mechanism for the conductivity change of the molecular composite material. Electric switching in the molecular thin films depicted in FIGS. 1a–d is characterized by the existence of two stable states, a high impedance state (off state) and a low impedance state (on state). The impedance of this off state is usually more than 10 MΩ. Switching from the off state to the on state occurs when intensity of an applied electric field exceeds a threshold value. The impedance of this on state is less than 100 Ω. A transition from the on state back to the off state takes place when the polarity of the applied electric field is reversed.

Two modes of the memory cell operation can be identified: the metastable mode (FIG. 1b) and stable mode (FIG.
The stable mode of the memory cell operation may be characterized by a high threshold voltage level for switching between the off state and the on state (in the range of about 3--10 V), low impedance of the on state (less than 100 Ω), long switching time (1 ms and more) and long storage time (more than two months). Some memory cells exhibit substantially unchanged electrical properties after storage for six years.

Conversely, the metastable mode of the memory cell function is characterized by a low threshold voltage level for switching between the off state and the on state (in the range of about 0.1--0.5 V), high impedance of the on state (wide region, about 1 kΩ--1 MΩ), short switching time (less than 1 ns), and short storage time (between about 10 s and several hours).

FIG. 1a illustrates the off state, where the electrical conductivity is essentially zero, assuming that the anisotropic molecular matrix itself is a good electrical insulator. When an external electric field E is applied, as indicated in FIG. 1b, the sodium salt dissociates into sodium and chlorine ions, and the ions are displaced from their original position in the anisotropic molecular matrix, resulting in an increase in the electrical conductivity of the MC (on state) to the metastable state. Upon further increase of the electric field, the ions become more strongly separated (FIG. 1c), accompanied by a still further increase in the conductivity of the MC, which attains the above-described stable state. When a very large field is applied over a long time, the anions and cations accumulate at the electrodes (FIG. 1d), resulting in a sharp decrease in the electrical conductivity of the MC due to the absence of mobile charges (off state).

As presently understood, the charges responsible for the electrical conductivity in the discussed example are not the Na⁺ and Cl⁻ ions (ionic conductivity), but rather the electrons and/or holes present in the material. The electrons and/or holes can migrate through the material by a process referred to as “variable range hopping conduction.” It appears that the Na⁺ and Cl⁻ ions affect the potential barrier so as to increase the carrier mobility. However, this theoretical explanation is not to be understood as limiting the scope of the subject matter described in the present specification.

The observations described above with reference to FIG. 1 can be implemented in a gate-controlled switching device in accordance with embodiments of the present invention illustrated in FIGS. 2 and 3. Referring now to FIG. 2, an addressable switching device 20 according to one embodiment of the invention includes an insulating substrate 21, for example, a glass or sapphire substrate, with electrodes 22, 24 that resemble the source and drain of a field-effect transistor (FET), formed on the substrate 21. An active layer 28 made of composite material of the type described with reference to FIGS. 1a–1d is deposited over the electrodes 22, 24. An insulator 27, similar to the gate oxide of an FET, is deposited on the composite material layer 28, followed by a gate electrode 26 that can be made, for example, of aluminum. If a voltage lower than a threshold level required for switching the active layer 28 from the off state to the on state is described in connection with FIGS. 1a–1d is applied between the gate electrode 26 and the electrodes 22 and 24, respectively, then the composite layer 28 is insulating and no current can flow between the electrode 22 and the electrode 24.

As depicted in FIG. 3, when a positive gate voltage Vg exceeding the threshold level is applied between the gate electrode 26 and the electrodes 22, 24, then the ionic NaCl complex dissociates into Na⁺ and Cl⁻ ions, with the negatively charged Cl⁻ ions becoming more concentrated near the gate electrode and the positively charged Na⁺ ions becoming more concentrated near the interface between the composite material 28 and the insulating substrate 21. For example, to switch the device 26 into its conducting state (on state), a potential of 0 V may be applied to the gate electrode 26, –5 V may be applied to the electrode 22, and –10 V may be applied to the electrode 24.

In other words, the electric field causes an accumulation of positive charges in the composite material near the insulating substrate. As discussed above, these positive charges appear to facilitate conductivity in the composite material, thereby providing a conducting channel in the active layer 28 through which electric charges can pass between the electrode 22 and the electrode 24. Hence, the device 20 switches to its conducting state when an electric field is applied to the gate electrode. Depending on whether the composite material is in a metastable or a stable mode, the high conductivity state of the active layer 28 can persist for several seconds, or even months or years.

The device 20 can be restored to its non-conducting state (off state) by applying a reverse (negative) voltage between the gate electrode 26 and the electrodes 22, 24. For example, to switch the device 26 into the off state, a potential of –20 V may be applied to the gate electrode, whereas potentials of –5 V and –10 V are supplied to the electrodes 22 and 24, respectively.

This arrangement thus produces a switch with a memory function or a memory switch which can be utilized either as a memory device or as a switching device. When the device 20 is used as a memory device, writing may be performed by applying a voltage between the gate electrode 26 and the electrodes 22, 24, and reading may be carried out by detecting electrical conductivity between the electrodes 22 and 24.

Referring now to FIG. 4, a switching device 40 in accordance with another embodiment of the present invention is modulated with respect to the device 20 illustrated in FIGS. 2 and 3 so that an active layer 48 made of composite material of the type described with reference to FIGS. 1a–1d is disposed directly between a bottom electrode 42 and a top electrode 44, thereby obviating the need for a substrate. The electrode 42 can be, for example, a row electrode of a memory or switching device, and the electrode 44 can be a column electrode. A gate electrode 46 is applied, for example, on top of the electrode 44, with an insulating layer 47 providing electrical isolation between the electrode 46 and the electrode 44.

As in the embodiment depicted in FIG. 4, the ionic NaCl complex dissociates into Na⁺ and Cl⁻ ions, when a positive voltage Vg is applied between the gate electrode 46 and the electrode 42 to make the potential at the electrode 44 more positive with respect to the potential at the electrode 42. The negatively charged Cl⁻ ions become more concentrated near the top electrode 44 and the positively charged Na⁺ ions become more concentrated near the bottom electrode 42. As a result, the electrical conductivity of the composite material layer 48 increases so that electrical current can pass between the electrode 42 and the electrode 44. This state corresponds to the on state of the device 40.

The device 40 can be restored to its non-conducting state (off state) by applying a reverse (negative) voltage between the gate electrode 46 and the electrode 42. The device 40 may be a three-terminal memory device, wherein the write cycle involves applying a voltage between the gate electrode
and the electrode 42. The device 40 can be read out by detecting the electrical conductivity between the electrodes 42 and 44.

While the invention has been disclosed in connection with the preferred embodiments shown and described in detail, various modifications and improvements thereon will become readily apparent to those skilled in the art.

What is claimed is:
1. A switching device comprising:
   first and second electrodes,
   an active region provided between the first and second electrodes and including a molecular system that comprises ionic complexes distributed there through,
   a control electrode for controlling an electric field applied to the active region, and
   an insulating layer adjacent the control electrode.
2. The switching device of claim 1, wherein the active region has an on state and an off state.
3. The switching device of claim 2, wherein the electric field is controlled for switching the active region between the on state and the off state.
4. The switching device of claim 2, wherein the active region is configured for switching from the off state into the on state when a voltage of a first polarity is applied between the control electrode and the first and second electrodes.
5. The switching device of claim 4, wherein the active region is configured for switching from the off state to the on state when a voltage of a second polarity opposite with respect to the first polarity is applied between the control electrode and the first and second electrodes.
6. The switching device of claim 2, wherein the active region is configured for providing a conducting channel between the first and second electrodes in the on state.
7. The switching device of claim 1, wherein the active region has a low-impedance state and a high-impedance state.
8. The switching device of claim 7, wherein the electric field is controlled for switching the active region between the low-impedance state and the high-impedance state.
9. The switching device of claim 7, wherein the active region is configured for switching from the high-impedance state into the low-impedance state when a voltage of a first polarity is applied between the control electrode and the first and second electrodes.
10. The switching device of claim 9, wherein the active region is configured for switching from the low-impedance state to the high-impedance state when a voltage of a second polarity opposite with respect to the first polarity is applied between the control electrode and the first and second electrodes.
11. The switching device of claim 3, wherein the active region is configured to provide first and second modes of operation.
12. The switching device of claim 11, wherein impedance of the active region in the on state is lower than in the second mode.
13. The switching device of claim 11, wherein switching time between the on state and the off state in the first mode is longer than in the second mode.
14. The switching device of claim 11, wherein intensity of electric field required for switching the active region in the first mode is higher than in the second mode.
15. The switching device of claim 1, wherein each of the ionic complexes includes ions of Na and Cl.
16. The switching device of claim 1, wherein each of the ionic complexes includes ions of Cs and Cl.
17. The switching device of claim 1, wherein the molecular system includes a quasi-one-dimensional molecular matrix.
18. The switching device of claim 1, wherein the molecular system includes a structurally and electrically anisotropic molecular matrix.
19. The switching device of claim 1, wherein the molecular system includes a polycrystalline compound.
20. The switching device of claim 1, wherein the molecular system includes aromatic molecules.
21. The switching device of claim 1, wherein the molecular system includes heterocyclic molecules.
22. The switching device of claim 1, wherein the molecular system includes porphyrin.
23. The switching device of claim 1, wherein the molecular system includes phthalocyanines.
24. The switching device of claim 1, wherein the molecular system includes anisotropic inorganic material.
25. The switching device of claim 1, wherein the insulating layer is sandwiched between the control electrode and the active region.
26. The switching device of claim 25, further comprising a substrate.
27. The switching device of claim 26, wherein first and second electrodes are provided on the substrate.
28. The switching device of claim 27, wherein the active region is provided on the substrate and has an electrical contact with the first and second electrodes.
29. The switching device of claim 1, wherein the insulator is sandwiched between the control electrode and the first electrode.
30. The switching device of claim 29, wherein the active region is sandwiched between the first electrode and the second electrode.
31. A memory switch comprising:
   a gate terminal,
   at least two signal terminals, and
   an active element electrically connected between the signal terminals and responsive to a signal applied to the gate terminal for switching between an on state and an off state, the active element including a molecular system and ionic complexes comprising Na ions and Cl ions distributed in the system.
32. The memory switch of claim 31, wherein impedance of the active element in the on state is lower than in the off state.
33. The memory switch of claim 31, wherein the active element is configured to switch between the on state and off state when intensity of an electric field applied to the active element exceeds a threshold value.
34. The memory switch of claim 33, wherein the active element is configured to switch from the off state to the on state when the electric field has a first polarity.
35. The memory switch of claim 34, wherein the active element is configured to switch from the on state to the off state when the electric field has a second polarity opposite with respect to the first polarity.
36. The memory switch of claim 31, wherein an electric field applied to the active element provides addressing of the memory switch.
37. The memory switch of claim 31, further comprises an insulating substrate.
38. The memory switch of claim 37, wherein the signal terminals are provided on the substrate.
39. The memory switch of claim 38, wherein the active element is provided on the substrate between the signal terminals.
40. The memory switch of claim 39, further comprising an insulator provided between the gate terminal and the active element.

41. The memory switch of claim 31, further comprising an insulator provided between the gate terminal and one of the signal terminals.

42. The memory switch of claim 41, wherein the active element is provided between the signal terminals.

43. The memory switch of claim 31, having first and second modes of switching.

44. The memory switch of claim 43, wherein intensity of an electric field applied to the active element for switching the memory switch in the first mode is higher than in the second mode.

45. The memory switch of claim 44, wherein switching time in the first mode is higher than in the second mode.

46. The memory switch of claim 44, wherein data storage time in the first mode is higher than in the second mode.

47. A method of switching a device having a control terminal, a pair of signal terminals, and an active element electrically connected between the signal terminals and including a molecular system; the method comprising the steps of:

applying to the control terminal a signal having a first polarity with respect to the signal terminals to switch the device from an off state to an on state, impedance of the active element in the on state being lower than in the off state, and

selectively applying to the control terminal a signal having a second polarity with respect to the signal terminal, opposite with respect to the first polarity, to switch the device from the on state to the off state.

48. The method of claim 47, wherein the active element further comprises ionic complexes distributed in the molecular system.

* * * * *